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Q] Description

c MFT Gum is a leading edge Our "Ready To Use” (RTU) formulation
O formulation engineered to quickly is designed to work seamlessly with
. —_— and safely remove gum from MFT Pre-Cap, MFT Encap-Tech & MFT
g synthetic carpet. Pre-Spot products.

CU MFT Gum is an integral part of the

C

MFT Carpet Maintenance Program

and is Ecologo certified. The

product is safe for latex fill &

fusion-bond carpet backing and N
contains no solvents. b A

Before Treating

Pre-Test Carpet For Colour Fastness

* Choose an inconspicuous piece of carpet as a test area (i.e. - in a closet).
* Remove any accumulation of dry material from the carpet test area.
* Spray MFT Gum onto a white terry cloth and press the cloth onto the carpet.

* Cease using the product immediately if any colour transfers from the carpet
to the terry cloth.

* Flush or extract test area immeditely.

Procedure for Gum Removal

* Remove any dry materials from the work area.

* Puncture the gum repeatedly with a carpet awl or meal fork.

* Saturate the gum surface with MFT Gum.

* Allow the product to dwell for 2 = 5 minutes.

* Lift the gum around the edges working toward the centre of the gum using a
gentle lifting motion.

* Repeat procedure as required.

* Do not aggressively agitate the carpet face yarns.

* Use extra care to not pull carpet loops.
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